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BUS 01
BUS 02
BUS 03
BUS 04
BUS 05
BUS 06
BUS 07
BUS 08
BUS 09
BUS 10
BUS 11
BUS 12

27 - 32
36 - 41
46 - 50
55 - 60
65 - 70
75 - 80

–
–

85 - 90
95 - 100

105 - 110
115 - 120

11/16 - 1¼" 
17/16 - 1⅝"
113/16 - 2"
23/16 - 23/8"
29/16 - 2¾"
215/16 - 31•8"
3½ - 37/8"
4¼ - 45/8"

–
3¾ - 315/16"
4⅛ - 415/16"

–

RSL-Series, Slimline Hexagon Cassettes

Simplicity
•	 Minimum nose radius for trouble-free tool fit which makes it uniquely 

equipped to access tight spaces 
•	 Simple robust alloy steel design with three moving parts for reduced 

maintenance
•	 Robust handles are available for both sides and the tops of cassettes to 

allow for extra maneuverability
•	 Proven to perform even in the harshest environments
•	 Reaction arm has a simple dial lock for rapid change
•	 Designed to give optimum strength to weight and torque to weight ratios.

Versatility 
•	 Interchangeable cassette design
•	 Drive unit / hexagon cassette combination for limited height in line 

solutions
•	 Wide range of hexagon sizes available for all applications.

Accuracy 
•	 Accuracy of ±3%  

Ease of Use
•	 Few moving parts are easily accessible for quick field maintenance
•	 Innovative design that completely encloses all moving parts and 

minimizes pinch points.

RSL-Drive Unit with interchangeable RLP...SL Slimline Hexagon Cassette

Setting New Standards 
in Safety, Simplicity  
and Performance

Torque Wrench Options and 
Accessories

Optional accessories are available for 
maximum versatility. Please contact 

your Enerpac representative to help you select 
the optimum solution for your application. 
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Torque Wrench Pumps

�Visit enerpac.com for system 
matched air and electric torque 
wrench pumps that are ideal 
for use with hydraulic torque 
wrenches.

Page:

Hexagon Sizes (A/F)

mm inch

Back-Up 
Spanner
Model Number

Back-Up Spanner

To be used to stop back nut 
from turning during make up or 
break out. Two hexagon sizes in 
one tool.
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RSL1500

RSL3000

RSL5000

RSL8000

RLP 1104SL
RLP 1107SL
RLP 1110SL
RLP 1113SL
RLP 1200SL
RLP 3200SL
RLP 3203SL
RLP 3206SL
RLP 3209SL
RLP 3212SL
RLP 3215SL
RLP 5212SL
RLP 5302SL
RLP 8203SL
RLP 8206SL
RLP 8209SL
RLP 8212SL
RLP 8215SL
RLP 8302SL
RLP 8303SL

375
658
831
831
831

1354
1604
1604
1604
1604
1604
4173
4173
2487
3198
4122
5587
5587
5587
4740

509
892

1127
1127
1127
1836
2175
2175
2175
2175
2175
5659
5659
3372
4336
5589
7576
7576
7576
6427

1.03
1.15
1.31
1.40
1.48
1.60
1.76
1.84
1.95
2.04
2.16
2.16
2.26
1.71
1.87
2.01
2.16
2.24
2.26
2.26

26,2
29,2
33,3
35,6
37,6
40,6
44,7
46,7
49,5
51,8
54,9
54,9
57,4
43,4
47,5
51,1
54,9
56,9
57,4
57,4

6.12
6.24
6.41
6.49
6.58
8.04
8.16
8.25
8.14
8.23
8.34
9.63
9.73
9.53
9.67
9.67
9.82
9.90
9.92
9.92

155,4
158,5
162,8
164,8
167,1
204,2
207,3
209,6
206,8
209,0
211,8
244,6
247,1
242,1
245,6
245,6
249,4
251,5
252,0
252,0

1.25
1.25
1.25
1.25
1.25
1.38
1.38
1.38
1.38
1.38
1.38
1.75
1.75
2.25
2.25
2.25
2.25
2.25
2.25
2.25

31,8
31,8
31,8
31,8
31,8
35,1
35,1
35,1
35,1
35,1
35,1
44,5
44,5
57,2
57,2
57,2
57,2
57,2
57,2
57,2

1.00
1.00
1.00
1.00
1.00
1.13
1.13
1.13
1.13
1.13
1.13
1.62
1.62
2.00
2.00
2.00
2.00
2.00
2.00
2.00

25,4
25,4
25,4
25,4
25,4
28,7
28,7
28,7
28,7
28,7
28,7
41,1
41,1
50,8
50,8
50,8
50,8
50,8
50,8
50,8

4.57
4.69
4.86
4.94
5.03
5.92
6.08
6.15
6.26
6.36
6.54
7.07
7.17
6.84
7.00
7.13
7.28
7.36
7.39
7.39

116,1
119,1
123,4
125,5
127,8
150,4
154,4
156,2
159,0
161,5
166,1
179,6
182,1
173,7
177,8
181,1
184,9
186,9
187,7
187,7

2.2
2.3
2.7
2.7
2.7
4.5
4.7
4.8
4.6
4.4
4.7
7.5
7.2
8.5
8.9
9.0
9.6
9.6
9.3
9.3

1,0
1,0
1,2
1,2
1,2
2,0
2,1
2,2
2,1
2,0
2,1
3,4
3,3
3,9
4,0
4,1
4,4
4,4
4,2
4,2

1¼

17/16

15/8

113/16

2

2

23/16

2⅜

29/16

2¾

215/16

2¾

3⅛

23/16

2⅜

29/16

2¾

215/16

3⅛

33/16

32
36
41
46
50
50
55
60
65
70
75
70
80
55
60
65
70
75
80
–

123

86

Slimline Stepped-Width Hexagon Cassettes for RSL-Series

Slimline Stepped-Width 
Hexagon Cassettes

Accessing narrow spaces 
normally requires significantly 

reducing the width of the torque wrench. 
For the tool operator, this has always 
meant vastly reduced tool durability, and/or 
reduced torque output. 

 

By using the highest-grade materials and 
perfecting the geometry, the RSL Slimline 
cassettes are able to provide greater 
torque, get into tighter spaces, and vastly 
outperform the competition in product 
durability.

RSL
Series

Hexagon Range:

1¼
 
- 33/16 inch

Hexagon Range:

32 - 80 mm
Maximum Operating Pressure:

690 bar

Drive Unit 
Model 
Number

Slimline
Hexagon
Cassette
Model Nr.

Hexagon Size
A/F

Maximum
Torque

Dimensions
(inch)

Dimensions
(mm)

(inch) (Ft.lbs)(mm) (Nm) (lbs) (kg)

▼ SELECTION CHART
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Select the Right Torque

Choose your Enerpac Torque 
Wrench using the untightening 
rule of thumb: Loosening torque 

equals about 250% of tightening torque.

Torque Wrench Hoses

Use Enerpac THQ-700 Series torque 
wrench hoses with RSL-Series 
torque wrenches to ensure the 
integrity of your hydraulic system.


